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"A. General Statement: The old Mint at Carson City is a late nineteenth- 
century building of a type which is very rare. It is largely preserved 
in its original state. The condition of the fabric of this two-story, 
cruciform-plan building is good.

B. Description of Exterior:

1. Overall dimensions: The main building is 58' (five bays) x 88' 
(seven bays), with a 12' x 15' entrance porch. The original 
west wing is 27' x 86'.

2. Foundations: The foundations are about six feet high constructed 
of rock-faced random ashlar sandstone laid in four courses in 
cluding a plain projecting water table.

3. Walls: The random ashlar sandstone is mostly rock-faced but 
dressed in some areas. Edges are drafted. Near the corners, 
the courses vary in height from about l'-0" to l'-3" infilled 
occasionally with smaller courses.

A string course at the second floor level consists of a rock 
faced course with a beveled moulding beneath it.

Projecting gabled central pavilions are on the east and west 
elevations through that of the west is nearly hidden by a 
modern addition.

4. Entrance Porch: The single bay porch located at the center of 
the east front and is one story high above a platform having 
eight granite steps on each of three sides. At each front 
corner a massive pier, L-shaped in plan is composed of coupled 
Tuscan pilasters, with echinus moulded capitals, on rock-faced 
pedestals. The piers, are spanned by a stilted segmental 
arches on each elevation. Between the Tuscan capitals and the 
cornice the wall is plain. The cornice consists of a corona 
supported by a bevel moulding which conforms to the height of 
the string course- along the main wall. Above the corona there 
is a simple three-part parapet without pedestals. The stone 
work of this porch is dressed, except as noted. The ceiling 
is matched and beaded boarding,

5. Chimneys: A number of chimneys once projected above the roof, 
along the perimeter of the building, as seen in old photographs 
These have all been removed above roof line. There was also a
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American structures of thei

ignificance as the first structure to be
of Alfred Bult Mullett (1834-1890), who served
the Treasury Department from 1866, until 
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Supervising Architect are unexcelled by any 
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Other structures in the West designed by Mullett were the Custom House 
in Portland, Oregon, and the old San Francisco Mint.

The building has local significance in its relationship to the mining 
boom on the Comstock. As the outpouring of precious metals increased, 
problems in its transportation to the nearest mint arose. The solution 
was the construction of a U.S. Mint in the tiny hamlet of Carson City. 
The transportation problem centered on the risks and high cost of sending 
large amounts of bullion by wagon and train to San Francisco. Again, 
the Superintendent of Construction, and later the Mint's first Superin 
tendent was Abraham Curry, the founder of Carson City.

*Page 25, HABS report number 14.
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massive tall chimney on axis on the west wall; this, too is no 
longer visible, although the lower portion remains, at the first 
story inside the building.

Openings:

a. Entrance doorway: The high opening is spanned with a segmental 
arch and is framed by wooden architrave trim. The jambs and 
soffit are faced with plain wooden paneling. The double 
doors below a wooden transom bar, are recessed and are 
modern replacements.

b. Windows: First and second story windows are similar with 
semicircular-arched openings. The voussoirs bond with the 
ashlar of the wall. Sills are plain and are dressed on the 
face with a wide 9 or 10-toothed chisel. The lower sash 
contains six lights; the upper sash, extending into the 
arched head, contain eight lights. The one at the center 
has a round head below the top two quadrant lights. The 
basement windows openings, which are segmentally arched, are 
blocked with masonry.

At the central pavilion of the east elevation the windows 
are grouped in pairs. A lunette window is in the pediment 
of this pavilion.

Roof:

The roof shape and covering is hipped with gables at the 
east and west pavilions. It is covered with composition 
shingles.

Cornice: A bracketed cornice consists of a plain projecting 
course of dressed sandstone below the lower end of dressed 
stone, cyma reversa profile brackets, two courses of rock- 
faced stone high. The brackets have a small ovolo-moulded 
cap which receives the cornice of a conventional form: a 
cyma recta above a corona.

Cupola: A brick cupola above the roof is placed on the 
main axis somewhat forward (east) of the secondary axis of 
the building. Three semicircular-arched windows on each 
elevation contain double-hung sash with six over four lights
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It is crowned by a large wooden cornice, with a prominent 
dentil course, and a low pyramidal roof.

C. Description of Interior: 

1. Plans:

a. First Floor: The plan is symmetrical; a series of rooms 
around the perimeter are served by a rectangular central 
stair hall, which is entered on the east through a large 
vestibule. The function of these rooms is given on a 
floor plan displayed in the museum, showing the location 
of spaces between 1866, and 1878. The treasurer's office 
was just south of the vestibule. This office connected 
with the first of three rooms, the deposit weighing room 
along the south side. To the west were the deposit melting 
room and the melter's and refiner's office.

On the north side of the vestibule was the paying teller's 
office, which opened into the first of three rooms, the 
coining room, along the north side. Behind the coining 
room was the whitening room, then the coiner's office. At 
the center of the west side, behind the stair, were two 
rooms; the north annealing and rolling room; and the 
south gold and silver melting room.

b. Second Floor: The floor plan is similar except that there 
was a room above the entrance vestibule, and a single room, 
the refinery, is at the west.

At the center of the east side was the clerk's office; 
adjoining this to the north was the superintendent's 
office, and to the south the watchman's room. Along the 
south side were the assayer's weighing room, the assayer's 
cupelling and boiling room, and the humid assay and store 
room. Along the north side were the adjusting room, 
cabinets, and store room.

c. Basement floor: This layout was similar to the others.

d. West wing: This wing was a single story in height. It 
contained an engine room, boiler room, carpentry shop 
and store room.
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2. Present state of the interior: The rooms described above are 
still intact. The refinery on the second floor has been divided 
by a partition. The space has been adapted to museum displays, 
so that a number of walls and openings have been hidden from 
view; modern doors and lighting have been installed though very 
little of the original building has been removed. The basement 
is occupied by a display mine.

3. Stairway: This is a straight flight of twenty-eight risers, 
each 7" in height. The floor to floor height is approximately 
16'-4". The steps are solid granite with moulded nosing. There 
is an open string. A very large moulded handrail is supported 
on heavy, turned balusters, two per tread. The railing continues 
around the stair well at the second floor and terminates at the 
first floor at a large round newel. Below the stair is an 
enclosed basement stairway.

4. Interior finish: Old photographs on display in the museum indi 
cate that office walls were plastered and that the stonework 
was exposed in the refinery and similar work rooms. Except for 
the walls in halls, which are plastered, the other rooms have 
composition board covering the walls and ceilings today. Floors 
are covered with modern composition tile. Visible original trim 
consists of a wide wooden base, I'-l" high with a moulding above 
a plinth; architrave trim resting on a plinth and paneled door 
reveals; cavetto-moulded caps above windows; moulded window 
stools; vertical matched and beaded wainscoting with moulded 
cap rail (the height is about 4'-6" in the hall), plain trim on 
some second-floor doorways; iron or steel interior shutters, 
many of which remain; and heavy iron or steel vault doors in 
various offices.

D. Site and Surroundings:

This building occupies an entire block and faces east on North 
Carson Street. The area is commercial. The terrain is level."
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Wodehouse, Lawrence, "Alfred B. Mullett and his French Style 
Government Building" in Journal of the Society of Architectural 
Historians, March, 1972, Vol. XXXI, No. 1.


